2008 MICROLIGHT RANGE

XT-912 TOURER

XT-912 TUNDRA

XT-912 OUTBACK

XT-382 TOURER

XT-382 TUNDRA

XT-582 OUTBACK

X-SERIES CLASSIC

X-SERIES REDBACK

AirBorne

OVERVIEW

Airbornes best selling microlight. Full cockpit
fairing. Powerful 912 80HP four stroke engine
ideal for high speed cross country flying.
Comes standard with Skydat GX2 full digital
instrumentation.

OVERVIEW

A rugged microlight that can handle extra sandy or
rough terrain with the tundra tires and full cockpit
fairing. Powerful 912 80HP four stroke engine ideal
for high speed cross country flying, aero towing or
farm work. Comes standard with Skydat GX2 full
digital instrumentation.

OVERVIEW

A rugged microlight that can handle extra sandy
or rough terrain with the tundra tires. Easy pilot
access with light fairing. Powerful 912 80HP four
stroke engine ideal for high speed cross country
flying, aero towing or farm work. Comes standard
with Skydat GX2 full digital instrumentation.

OVERVIEW

A more affordable cross country tourer. 582-DCDI
B65HP two stroke engine. Comes standard with
Skydat GX2 full digital instrumentation.

OVERVIEW

A more affordable microlight that can handle extra
sandy or rough terrain with the tundra tires. 582-
DCDI 65HP two stroke engine. Comes standard
with Skydat GX2 full digital instrumentation.

OVERVIEW

A rugged microlight that can handle extra sandy or
rough terrain with the extra wide tundra tires. Easy
pilot access with light fairing and 582-DCDI 65HP
two stroke engine. Comes standard with Skydat
GX2 full digital instrumentation.

OVERVIEW

Airborne’s reliable and proven original. Full
cockpit fairing with 582-DCDI 65HP two stroke
engine. Comes standard with analogue and flight
instrumentation.

OVERVIEW

A rugged microlight that can handle extra sandy or
rough terrain with the extra wide tundra tires. Easy
pilot access with light fairing and 582-DCDI 65HP
two stroke engine. Comes standard with analogue
and flight instrumentation.

OVERVIEW

The latest in affordable aviation with 503-DCDI
50HP two stroke engine. Easy pilot access with
light fairing. Comes standard with analogue and
flight instrumentation.
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* Wing options: Streak-3, Cruze or Merlin
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MAIN FEATURES

* Rotax 582-DCDI 65HP two stroke

* Electric start & oil injection

© 276 km (172 miles) range*

* Big 6”x 8” Tundra Tires on 6” rims
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MAIN FEATURES

* Rotax 503-DCDI 50HP two stroke

© 276 km (172 miles) range*

* Wing options: Wizard

* Analogue engine and flight instrumentation
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* range will vary depending on the wing used and the weather conditions.



